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SCALE: 1/4" = 1’-0"

1

F-102
     

 

   TRAINING BUILDING FIRE ALARM PLAN

1

FIRE ALARM LEGEND

S

MANUAL PULL STATION TO BE PROVIDED

CEILING MOUNTED SMOKE DETECTOR TO BE PROVIDED

S
D

F

SUBSCRIPT INDICATES CANDELA SETTING

CEILING MOUNTED FIRE ALARM SPEAKER/STROBE TO BE PROVIDED

15CD

SUB-SCRIPT INDICATES CANDELA SETTING

S
MN

30CD

SUBSCRIPT INDICATES CANDELA SETTING15CD

SUB-SCRIPT INDICATES CANDELA SETTING

S
MN

30CD

WALL MOUNTED FIRE ALARM SPEAKER/STROBE TO BE PROVIDED

DUCT SMOKE DETECTOR TO BE PROVIDED
       SAMPLING TUBE, SIZE TO MATCH DUCT

CEILING MOUNTED MASS NOTIFICATION STROBE WITH AMBER LENS TO BE PROVIDED

WALL MOUNTED MASS NOTIFICATION STROBE WITH AMBER LENS TO BE PROVIDED

GENERAL NOTES

1.  FIRE ALARM SYSTEM IS TO BE INSTALLED IN ACCORDANCE WITH NFPA 72.

2.  COORDINATE FINAL DEVICE LOCATIONS WITH FIRE ALARM MANUFACTURER.

3.  KEY FACP AND MANUAL PULL STATIONS TO LS300 SERIES OR HEX KEY.

4.  TAP ALL SPEAKERS TO 1/4W.

5.  ALL STROBES SHALL BE WIRED TO FLASH IN SYNCHRONIZATION.

6.  FIRE STOP ALL PENETRATIONS TO MAINTAIN A 2-HOUR FIRE RATING.

KEYED NOTES

PROVIDE 1" PVC CONDUIT FOR CONNECTION TO FIRE STATION FACP.  APPROXIMATELY 

220’ TO FIRE STATION.
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